
QP pump instructions 

SAFETY FIRST 

Read these instructions and 

separate motor instructions be-

fore using. 

Do not use in an enclosed areas as ex-

haust gasses can cause asphyxiation 

Do not refuel while engine is running. 

Do not overfill or spill fuel on hot engine 

Do not pump flammable liquids. 

Se�ng up pump for use 

Motor is not supplied with oil — add oil to manufacturers recommenda�ons. 

Use unleaded petrol. 

Do not run pump without water as this will damage seal. Pump casing must be filled with water to 

prime before running. 

Place pump on firm level site as close to water as prac�cal. 

Always use rigid hose no smaller than 40mm on the suc�on side of the pump and keep as short as prac�-

cal. The length of �me it takes to prime is propor�onal to the length of suc�on hose. 

Take care to ensure there are no leaks on the suc�on side of the pump. 

Fit a suitable strainer to the end of the suc�on line to prevent debris being sucked into the pump. 

Ensure suc�on hose is suitably submerged to prevent air being sucked in. 

Pumping water with silt or other solids will wear pump prematurely, 

Do not shut off discharge suddenly or allow vehicles to run over the discharge hose as this will cause the 

damage to pump. Damage to pump from Hydraulic shock is not covered by warranty. 

If pump sounds like it is pumping  stones (cavita�ng) this will damage pump. Use shorter or larger diam-

eter suc�on hose  or Increase delivery head by restric�ng the outlet �ll noise goes away. 
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